
PRODUCT 
SPECIFICATION FA-501T9 

Air volume 

Application area 

Shell material 

Weight  

Product size 

Noise 

Filter type 

Rated Voltage 

Frequency 

Power 

0~1000 m³/h（adjustable） 

200~800 m²(Depends on usage environment)

Metal Material 

36.0 kg 

1280*450*280 mm 

≤50 dB 

High-efficiency filter / medium-efficiency 
filter bag (optional) 

AC 110V / AC 220 

50 / 60 Hz 

215 W 

Internal Fuse/overload safety protection design and 

Power dual protection 

APPLICATION 

FA-501T9 is suitable for hotels, hospitals, 

shopping malls, schoolsFactories, workshops, 

farms, fruit and vegetable cultivation, garbage 

Quantity 

Size 

Estimated Tube Life 

Material 

9 pcs 

520 mm 

17000 Hours 

Various composite materials, 

stainless steel outer mesh 

stations and other places. 

Optional accessories: ion volume 

control system, timer 

Air inlet Ion Power Fuse device lock Air outlet 

Plasma Ions Sterilization HCoV GX-P2V H1N1 ASFV EV71 HCHO TVOC PM2.5 Odor Air Volume 

200mm 

1280mm 

High-efficiency filter / 

medium-efficiency 

filter bag (optional) 

Fan ion tube power cable 

Medium-efficiency 

filter bag 
2A Fuse 

Air volume 
adjustment 

Control Box (external) 

Product information 

Switch 

Ion control 

Indicator light 

Ionization Tube 

Electrical 


